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Model Prices
Stock models as at 01.06.2019

Vito short wheel base RRP incl. VAT & VRT VRT VAT 23%

109K CDI Van €25,267 €200 €4,687

111K CDI Van €26,193 €200 €4,860

114K CDI Van €28,816 €200 €5,351

116K CDI Van €30,223 €200 €5,614

Vito long wheel base

109L CDI Van "Classic" €22,334 €200 €4,139

109L CDI Van €25,946 €200 €4,814

111L CDI Van €26,871 €200 €4,987

114L CDI Van €29,508 €200 €5,480

116L CDI Van €30,929 €200 €5,746

Vito extra long wheel base

109E CDI Van €26,624 €200 €4,941

111E CDI Van €27,550 €200 €5,114

114E CDI Van €30,201 €200 €5,610

116E CDI Van €31,629 €200 €5,877
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Model Prices

Vito short wheel base automatic RRP incl. VAT & VRT VRT VAT 23%

114K CDI Van A/T €31,063 €200 €5,771

116K CDI Van A/T €32,498 €200 €6,039

119K CDI Van A/T €34,556 €200 €6,424

Vito long wheel base automatic

114L CDI Van A/T €31,757 €200 €5,901

116L CDI Van A/T €33,206 €200 €6,172

119L CDI Van A/T €35,255 €200 €6,555

Vito extra long wheel base

114E CDI Van A/T €32,449 €200 €6,030

116E CDI Van A/T €33,906 €200 €6,303

119E CDI Van A/T €35,962 €200 �6,687

For Vito Mixto & Tourer prices please contact your nearest authorised Mercedes-Benz Van Dealer. Full Dealer list can be found at:

www.mercedes-benz.ie
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Model Prices
Production models from 01.06.2019

Vito short wheel base RRP incl. VAT & VRT VRT VAT 23%

114K CDI Van €29,798 €200 €5,535

116K CDI Van €31,233 €200 €5,803

Vito long wheel base

114L CDI Van €30,505 €200 €5,667

114L CDI Van "Inclusive Pack" €31,918 €200 €5,931

116L CDI Van €31,954 €200 €5,938

Vito extra long wheel base

114E CDI Van €31,219 €200 €5,800

116E CDI Van €32,675 €200 €6,073
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Model Prices

Vito short wheel base automatic RRP incl. VAT & VRT VRT VAT 23%

114K CDI Van A/T €32,194 €200 €5,983

116K CDI Van A/T €33,664 €200 €6,258

119K CDI Van A/T €35,538 €200 €6,608

Vito long wheel base automatic

114L CDI Van A/T €32,908 €200 €6,116

114L CDI Van A/T  "Inclusive Pack" €34,322 €200 €6,381

116L CDI Van A/T €34,386 €200 €6,392

119L CDI Van A/T €36,252 €200 €6,741

Vito extra long wheel base

114E CDI Van A/T €33,615 €200 €6,248

116E CDI Van A/T €35,107 €200 €6,527

119E CDI Van A/T €36,973 €200 �6,876

For Vito Mixto & Tourer prices please contact your nearest authorised Mercedes-Benz Van Dealer. Full Dealer list can be found at: 

www.mercedes-benz.ie
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A cargo volume that holds weight: the Vito Panel Van.

The Vito Panel Van takes plenty in its stride. It is quite the professional for demanding tasks 
and exceptionally suited to represent businesses. Its speciality is loading cargo. But it can still 
take plenty more on board when others have had more than they can manage. With a load 
compartment length of up to 3061 mm and a maximum load volume of 6.6 m3, the Vito Panel 
Van can transport up to 1064 kg in its load compartment, and – with load uprating to a perm. 
GVW of 3200 kg – as much as 1369 kg (with rear-wheel drive).

However, mass is not everything: thanks to its wide load compartment apertures and low 
loading sill it is easy to load. With the optional sliding left-hand door there are 3 accesses 
available to the load compartment, through which up to 3 Europallets can be loaded. The  
anchoring rails on the load compartment floor and the lashing rails on the load compartment 
side walls offer flexible ways to secure the load.

● Pallets can also be loaded through the large standard-fit sliding door on the right.

● Standard equipment   ○ Optional equipment

Load compartment | Panel van4



Load compartment | Panel van

○  The Vito is available in three vehicle lengths – compact (standard), long or 
extra-long – depending on space requirements. 

○  Lashing rails on the side walls of the load compartment can help prevent 
your cargo from sliding around or tipping over.

●  The driver’s and co-driver’s seat’s open-backed seat base offers additional 
space for longer loads.

○  Numerous load-securing systems help reliably secure your cargo.

○  The robust wood flooring is very hard-wearing and makes loading and cleaning 
the load compartment easier.

○  The two rear doors can be opened back to the side walls and secured, making 
loading and unloading easier.
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Room for everyone: the Vito Mixto.

The Vito Mixto’s motto is “One for all” and it is equally impressive as a crewbus or as a panel 
van. Anyone needing to transport people and goods at the same time will find the versatile 
Vito Mixto fulfils this task economically, reliably and professionally.

Optionally equipped with a co-driver’s bench seat and with a 3-seater bench seat in the pas-
senger compartment, it will carry up to 6 people. The side windows bring light and visibility 
into the passenger compartment and an air vent in the footwell provides a pleasant climate, 
ensuring that passengers in the 1st rear row have a comfortable journey, too.

There is still plenty of space for materials and equipment behind the bench seat – space you 
can make impressive use of, thanks to the high payload. The load area measures up to 2.63 m2 
depending on the vehicle length and provides a cargo volume of up to 4.1 m3. An optional 
full-length partition wall with a window at the C-pillar protects the passenger compartment against 
dirt and dust from the load compartment and offers additional protection from the cargo.

You would like to transport more people? Then take a look at the Vito Tourer. As with the 
PRO or SELECT – there is comfortable room for 9 occupants including the driver.

●   The Comfort package for the Vito Mixto enhances the passenger compartment with high-quality trim for the  
interior and roof, an interior lamp and grab handles. 

● Standard equipment   ○ Optional equipment

Load compartment | Mixto6



Load compartment | Mixto

○  The extra-long variant offers a load compartment with a capacity of up  
to 4.1 m3.

●  The warm-air duct to the passenger compartment provides the rear  
passengers with warm temperature-controlled air. 

●  The superior interior trim makes the passenger compartment more attractive 
and adds stowage facilities.

●  The full-width partition wall with a window at the C-pillar helps keep the 
passenger compartment clean and offers additional protection from your cargo.

●  The windows between the B-pillar and C-pillar bring light into the passenger 
compartment and allow passengers to see out. 

●  The co-driver’s bench seat with adjustable headrests and three-point seat 
belts offers space for two co-drivers.
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Vito Panel Van load variants.

Long Vito Panel Van without load. Compact Vito Panel Van.

Long Vito Panel Van with load. Extra-long Vito Panel Van.

Load variants8



Vito Mixto load variants.

Compact Vito Mixto, passenger compartment seating 3-seat bench 1st rear row.

Long Vito Mixto, co-driver’s bench seat, passenger compartment seating 3-seat bench 1st rear row. Extra-long Vito Mixto, passenger compartment seating 3-seat bench 1st rear row.

Long Vito Mixto, co-driver’s bench seat, passenger compartment seating 3-seat bench 1st rear row with folding outer seat.

Load variants 9



Vito front-wheel drive

Drive variants | Front-wheel and rear-wheel drive

Many possibilities for getting ahead.
Front-wheel, rear-wheel or all-wheel drive – the Vito is the only van in the mid-size MPV  
segment for which 3 drive variants are offered.

The front-wheel drive is available for the entry-level models1 with 65 kW (88 hp) and 84 kW 
(114 hp). A further advantage is the low kerb weight of the vehicles with front-wheel drive. 
Depending on the vehicle’s equipment that can bring up to 120 kg more payload2 than in  
the preceding model series. Plus this drive variant impresses with very good traction when  
the vehicle is unladen.

The rear-wheel drive is recommended if more output and torque are called for, for example 
for high payloads or for trailer operation. In particular together with the automatic transmission 
7G-TRONIC PLUS3 this drive variant offers high ride comfort.

1  You can find detailed information on the consumption values under “Technical data”. 2 Applies to Vito 109 CDI and Vito 111 CDI with 3050 kg perm. GVW. 
3 The automatic transmission 7G-TRONIC PLUS is optionally available for the engines with 100 and 120 kW. For the engine with 140 kW it is part of the 

standard equipment.
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Vito all-wheel drive

Drive variants | All-wheel drive

Confident. Wherever it goes. The Vito 4 x 4.
With the 4 x 4 permanent all-wheel drive1 the Vito copes better with difficult road conditions. 
Thanks to very good traction it increases driving dynamics and improves handling. Power  
distribution to the front and rear axles is in a ratio of 45 to 55. On slippery, slick ground  
the wheels with insufficient traction can be braked with the help of the electronic traction  
system 4ETS. At the same time, drive torque is delivered to the wheels with good traction.

With its optimised traction control and with excellent driving stability, the Vito 4 x 4 brings 
passengers, driver and cargo to their destination on almost any terrain in safety and comfort. 
In all other respects, too, the Vito 4 x 4 is ideally suited to the task at hand – with a low load 
compartment sill for easy loading and unloading, for example.

1  Only available in LHD and in conj. w. automatic transmission 7G-TRONIC PLUS for the engines with 100, 120 and 140 kW.
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An asset for your budget and the environment.
The two 4-cylinder diesel engines with common-rail direct injection and turbocharging form 
the basis for the Vito’s economical and sustainable operations. The 1598 cc engine is  
available in 2 output ratings and the 2143 cc in 3. Depending on the engine variant, there  
is a choice among front-wheel, rear-wheel, and all-wheel drive systems. In conjunction  
with the optional BlueEFFICIENCY package, the 120 kW variant offers a potential consumption 
figure from 5.7 l/100 km1. 

The variant powered by the 140 kW engine, the most powerful one, consumes around  
2.5 litres per 100 km less than a comparable variant of the previous model series, at the same 
torque level. Thanks to BlueTEC technology, it also complies with the Euro 6 emissions 
standard. With the help of the AdBlue® additive in a selective catalytic reduction process, 
harmful nitrogen oxides in the exhaust gases are converted into water and nitrogen.

The engines for the Vito Panel Van and Vito Mixto at a glance:

65 kW (88 hp), 1598 cc, 230 Nm, 6-speed manual transmission, front-wheel drive

84 kW (114 hp), 1598 cc, 270 Nm, 6-speed manual transmission, front-wheel drive

100 kW (136 hp), 2143 cc, 330 Nm, 6-speed manual transmission, optionally 7G-TRONIC PLUS, rear-wheel drive

120 kW (163 hp), 2143 cc, 380 Nm, 6-speed manual transmission, optionally 7G-TRONIC PLUS, rear-wheel drive

140 kW (190 hp), 2143 cc, 440 Nm, 7G-TRONIC PLUS, rear-wheel drive

1 Applies to Vito 116 CDI, long body length, with BlueEFFICIENCY package, standard-fit manual transmission and registration as a commercial vehicle.

The 4-cylinder OM651 diesel engine rated at 140 kW (190 hp) combines agile performance with a high level of  
environmental compatibility.

Drive variants | Engines

m FIND OUT MORE

You can find all the technical data on the Vito from page 40.
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Paintwork and seat upholstery.

The standard and metallic paint finishes1 shown here represent just a few of the possibilities available for your Vito. Other colours for special paint finishes  
(non-metallic paints) are optionally available. Custom paintwork, e.g.  in your company colours, is also available as an option.

1  Metallic paints are available optionally. 2  Optionally available for Vito Mixto with Comfort package. 3 Standard colour shade granite green will in all likelihood be available from December 2016.

Tunja upholstery, black

Man-made leather upholstery

Standard paints

arctic white pebble grey rock crystal white metallic2

graphite grey mettalic 

obsidian black metallic

brilliant silver metallic

hyacinth red mettalic

Metallic paints1

Black Tunja fabric upholstery is particularly  
wear-resistant and breathable.

The black man-made leather seats are moisture- 
repellent and easy to clean.

steel blue

granite green3

jupiter red

cavansite blue metallic

selenite grey metallic

Equipment and appointments | Paintwork and seat upholstery 13



Equipment and appointments | Standard and optional equipment

○  The double cup holder provides a place for standing 
drinks that is within easy reach of the driver and co-driver.

●  The co-driver’s bench seat with adjustable headrests 
and three-point seat belts offers space for two co-drivers.

○  Hot-water auxiliary heating allows you to warm or  
ventilate the interior of the vehicle before your journey 
begins.

Standard and optional equipment.
Functionality.

● Standard equipment   ○ Optional equipment

○  The cruise control helps to maintain a set speed, making 
the driver’s job easier.

○  The 3-spoke multifunction steering wheel with a trip 
computer offers a pleasant touch and feel and impressive 
ergonomics.

○  The 43.2 cm (17-inch) 20-spoke light-alloy wheels 
lend the vehicle a unique, dynamic design. 

○  The Mirror package includes automatically dimming  
mirrors and electrically folding exterior mirrors.

○  The Active Parking Assist makes finding, entering and 
leaving parking spaces easier.

1  Available for the Vito Panel Van. 2 180° rear doors are also available as an option. 
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Equipment and appointments | Standard and optional equipment

○  The bright LED light strip in the load compartment, 
positioned in the upper section of the rear, lights up the 
load compartment and is low on power consumption.

○  The full-width partition wall at the B-pillar1 with a  
window ensures rear visibility and has been recontoured 
to allow flexible adjustment of the driver’s seat.

●  The sliding door on the left creates an additional  
access point to the load compartment – useful where 
space is tight.

○  Lashing rails on the side walls of the load compart-
ment can help prevent your cargo from sliding around or 
tipping over.

○  The two rear doors can be opened back to the side 
walls and secured, making loading and unloading easier2.

○  The load-securing system, comprising two rails on the 
load compartment floor, allows you to secure the cargo.

●  The tyre pressure monitoring system continuously 
monitors the air pressure and warns in the event of a 
dangerous loss of pressure.

○  The chromed radiator grille enhances the look of the 
vehicle front.

Standard and optional equipment.
Functionality.

15



Equipment and appointments | Standard and optional equipment

Standard and optional equipment.
Safety.

● Standard equipment   ○ Optional equipment

○  Blind Spot Assist2, 3 can help prevent accidents when 
changing lane, for example on motorways.

○  The LED Intelligent Light System adjusts the headlamps 
to suit the light, road and weather conditions.

○  The reversing camera shows a photorealistic image  
of your surroundings with dynamic guide lines and an  
indication of the direction of travel.

○  COLLISION PREVENTION ASSIST1 combines a distance 
and collision warning with Brake Assist BAS PRO.

●  The Crosswind Assist function helps prevent lateral  
displacement in the event of gusting side winds.

●  ATTENTION ASSIST can use a variety of parameters to 
detect typical signs of tiredness and alert the driver.

○  Lane Keeping Assist2 can help prevent accidents 
caused by unintentional departure from your lane.

●  The airbag for the co-driver is able to reduce the risk of 
serious injuries in an accident.4

1  Is also part of the Driving Assistance package. 2 Is also part of the Lane Tracking and Driving Assistance package. 3 The illustration shows a Vito Tourer. 4 The depiction shows – for the purposes of illustration only – a simulated  
inflation of the airbags in the maximum state of deployment. 5 Applies to the Vito Mixto. 6 Standard for the Vito 119 CDI. 
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Equipment and appointments | Standard and optional equipment

Standard and optional equipment.
Comfort.

○  The rain sensor adjusts the wiping frequency of  
the windscreen wipers automatically and so reduces  
the driver’s workload.

○  THERMOTRONIC regulates the temperature, airflow and 
air distribution separately for the driver and co-driver.

●  Electromechanical steering offers variable steering  
assistance when driving, parking and manoeuvring.

○  The 7G-TRONIC PLUS automatic transmission6  
offers outstandingly smooth gear changes and tremendous 
potential for saving fuel.

●  The comfort seats3 have extended adjustment possibilities 
to help ensure individual seating comfort in the front  
and in the passenger compartment5.

○  The Becker® MAP PILOT transforms the Audio 15 radio 
into a high-quality, intuitive navigation system with a  
14.7 cm (5.8-inch) display with TFT technology.

●  Audio 10 offers many valuable information and commu-
nication functions: hands-free function and audio  
streaming via Bluetooth®, USB and Aux-in socket as well 
as an SD memory card slot.

○  The Audio 15 features a high-resolution 14.7 cm  
(5.8-inch) TFT display and numerous connection options.

17



Further standard and optional equipment.

Interior
Panel 
van Mixto

Two-seater bench seat for 1st row of rear seats – ○

Three-seater bench seat for 1st row of rear seats – ○

Locking glove compartment ● ●

Wood flooring ○ ●

Warning lights for oil level, coolant level, brake fluid, brake pads, 
bulb failure and door closure

● ●

Folding load-securing rings, permanently anchored ● ●

Full-width partition wall, permits through-loading ● –

Partition wall at C-pillar with window – ●

Velour floor mat ○ ●

Inverter 12 V–230 V ○ ○

Exterior

Trailer coupling with ball-type head (fixed/removable) ○ ○

Electrically folding exterior mirrors ○ ○

Exterior mirrors, heated and electrically adjustable ○ ○

Power vent windows at rear of passenger compartment ○ ○

Roof rails ○ ○

Roof rail carrier bars ○ ○

Electrically operated sliding door left/right ○ ○

Electrics for trailer socket ○ ○

Tailgate ● ●

40.6 cm (16-inch) 10-spoke light-alloy wheels ○ ○

45.7 cm (18-inch) 10-twin-spoke light-alloy wheels ○ ○

Sliding door, passenger compartment right ● ●

Bumpers and attachments painted in the vehicle colour ○ ●

Fully galvanised body ● ●

Packages
Panel 
van Mixto

Driving Assistance package ○ ○

Lane Tracking package ○ ○

Parking package ○ ○

Anti-Theft Protection package ○ ○

Smoker package ○ ○

Comfort package – ○

Topload package ○ ○

Comfort

Hill-Start Assist ● ●

Heated front seats ○ ○

TEMPMATIC semi-automatic climate control ○ ○

Steering wheel adjustable for height and inclination ○ ○

Remote-controlled central locking system ● ●

Tinted glass all round ○ ○

Rear window in tailgate/rear door heated and  
with wipe/wash system

○ ○

Electric immobiliser ● ●

Heating for windscreen washer system ○ ○

Engineering

6-speed manual transmission ● ●

ASSYST service interval indicator ● ●

Washer fluid level warning lamp ○ ●

Tank, large ○ ●

Load uprating 3050 kg ○ ○

Load uprating 3200 kg ○ ○

Panel 
van Mixto

BlueEFFICIENCY package1 ○ ○

Diesel particulate filter ● ●

BlueTEC with SCR technology ● ●

Safety/chassis

Windowbags for driver and co-driver ○ ○

Thorax/pelvis sidebags for driver and co-driver ○ ○

Headlamp Assist ○ ○

Halogen fog lamps ○ ○

Adaptive brake lights ● ●

Third brake light ● ●

Seat belt warning for driver and co-driver ● ●

Anti-theft alarm system ○ ○

ADAPTIVE ESP® (Electronic Stability Program) in combination 
with ABS, ASR, EBD, BAS

● ●

ESP® trailer stabilisation in conjunction with trailer coupling  
(optional equipment)

● ●

Belt tensioners for driver and co-driver ● ●

Reflection-type headlamps with daytime running lamps ● ●

Three-point seat belts ● ●

PRE-SAFE® preventive occupant protection system ○ ○

● Standard equipment   ○ Optional equipment
 

1  Standard equipment for Vito 119 CDI and with automatic transmission in conj. 
w. registration as a passenger car.

Equipment and appointments | Standard and optional equipment18



Equipment and appointments | Genuine accessories

Genuine accessories.

Footwell tray. Made from robust, washable plastic to cope 
with the greatest demands. Completely covers the footwell. 
The raised edges and the surface design keep dirt and  
water at bay. Marked with the distinctive “Mercedes-Benz” 
lettering. 

All-season mats. Made of dirt-resistant and water-repellent 
rubber, they protect the vehicle floor, are hard-wearing  
and easy to clean. And of course they fit perfectly into the 
interior in terms of both shape and design. With embossed 
“Mercedes-Benz” lettering.

The figures may show genuine accessories that are not available in all countries.

Ladder rack. Kit for securely transporting ladders on the basic carrier bars. Quick and simple installation. Suitable for all 
“standard basic bars” with a transverse pipe diameter of 20 x 30 and 30 x 30 mm. 

Refrigerator box. Not only cools but warms too: can cool 
down to 20 °C below ambient temperature to a minimum 
temperature of –2 °C. Can be switched to warming function. 
Capacity 24 litres. Can be connected to 12 V socket in  
vehicle or to 230 V power source via separately available 
rectifier. 

Mud flaps. Protect the underbody and sides of the vehicle 
from loose chippings and dirt build-up. Available in pairs for 
front or rear axle. 

Standard basic carrier bars, loading roller. Screw-fit to 
designated points in roof channel. Up to a max. roof load of 
100 kg. The hard-rubber loading roller allows you to slide 
even bulky items onto the roof rack with ease – and without 
causing scratches.

High-angle irons. A quick and easy way to prevent all types 
of cargo mounted on the basic carrier bars from shifting 
sideways.
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Technical data.

Perm. GVW in kg 2800 3050 3200

4 x 2 front-wheel drive

65 kW (88 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 1598 cc | 230 Nm at 1500–2000 rpm
109 CDI 109 CDI –

84 kW (114 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 1598 cc | 270 Nm at 1500–2500 rpm
111 CDI 111 CDI –

4 x 2 rear-wheel drive

100 kW (136 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 330 Nm at 1200–2400 rpm
114 CDI 114 CDI 114 CDI

120 kW (163 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 380 Nm at 1400–2400 rpm
116 CDI 116 CDI 116 CDI

140 kW (190 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 440 Nm at 1400–2400 rpm
119 CDI 119 CDI 119 CDI

4 x 4 all-wheel drive

100 kW (136 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 330 Nm at 1200–2400 rpm
114 CDI 114 CDI –

120 kW (163 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 380 Nm at 1400–2400 rpm
116 CDI 116 CDI –

140 kW (190 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III | 2143 cc | 440 Nm at 1400–2400 rpm
119 CDI 119 CDI –

Kerb weight2, 3 in kg at perm. GVW 1736–1851 All-wheel drive: 1921–1931

Payload3 in kg at perm. GVW 959–1394 All-wheel drive: 879–1269

Perm. gross combination weight in kg 4000/4800/53004 4050/4800/5050/55504 5050/5200/55504

Maximum roof load in kg | Towing capacity braked5/unbraked in kg 150 | 1200, 2000, 25006/750 150 | 1000, 1800, 2000, 25006/750 150 | 2000, 25006/750

Max. load area in m2] | Max. cargo volume in m3] | Max. loading length in mm 3.97 | 5.5 | 2586

Turning circle Ø in m | Track circle Ø in m Front-wheel drive: 12.9 | 12.2/Rear-wheel drive: 11.8 | 11.1/All-wheel drive: 12.7 | 12.1

H up to approx. 558 

139119
10 12

61
H

a) b) c) d)

e)

Compact panel van with 3200 mm wheelbase

16
85

12
70

2586

12
52

13
91

3200
4895

Key to the table: the figures for kerb weight and payload are based on the standard-fit transmission. 
1 Diesel particulate filter is standard equipment for all diesel engines. 2 Figures according to Directive 97/27/EC in the version applicable at the time of going to print (with driver 75 kg, all service fluids, and tank 90% full). 3 Equipment or design and equipment lines may affect payload capacity due to increase/ 

Key to the dimensions:
All figures in mm. The dimensions shown are mean values. They apply to standard-specification, unladen vehicles.  
a) Vehicle height increased by 48 mm in conjunction with optional roof rails. b) Interior height. c) Clearance between 
the wheel arches. d) Maximum width of passenger compartment (measured on floor). e) Measured on vehicle floor.

895
1928
2244

961

Technical data | Panel van20



H up to approx. 558 

1391

12
61

H

16
85

12
70

16
85

12
7012

52

13
92

12
52

13
91

a) a)b) b)c) d)

e)

c) d)

e)895 895

Long panel van with 3200 mm wheelbase Extra-long panel van with 3430 mm wheelbase

reduction in kerb weight. Further information is available from your Mercedes-Benz dealer. 4 Increased perm. gross combination weight in conjunction with reinforced trailer coupling available as optional equipment, depending on drive system version. 5 Depending on drive system version. 6 Increased towing  
capacity in conjunction with reinforced trailer coupling available as optional equipment, depending on drive system version.

2800 3050 3200 2800 3050 3200

109 CDI 109 CDI – 109 CDI 109 CDI –

111 CDI 111 CDI – 111 CDI 111 CDI –

114 CDI 114 CDI 114 CDI 114 CDI 114 CDI 114 CDI

116 CDI 116 CDI 116 CDI 116 CDI 116 CDI 116 CDI

119 CDI 119 CDI 119 CDI 119 CDI 119 CDI 119 CDI

114 CDI 114 CDI – 114 CDI 114 CDI –

116 CDI 116 CDI – 116 CDI 116 CDI –

119 CDI 119 CDI – 119 CDI 119 CDI –

1761–1876 All-wheel drive: 1946–1956 1786–1901 All-wheel drive: 1971–1981

934–1369 All-wheel drive: 854–1203 909–1344 All-wheel drive: 829–1219

4000/4800/53004 4050/4800/5050/55504 5050/5200/55504 4000/4800/53004 4050/4800/5050/55504 5050/5200/55504

150 | 1200, 2000, 25006/750 150 | 1000, 1800, 2000, 25006/750 150 | 2000, 25006/750 150 | 1200, 2000, 25006/750 150 | 1000, 1800, 2000, 25006/750 150 | 2000, 25006/750

4.38 | 6.0 | 2831 4.76 | 6.6 | 3061

Front-wheel drive: 12.9 | 12.2/Rear-wheel drive: 11.8 | 11.1/All-wheel drive: 12.7 | 12.1 Front-wheel drive: 13.7 | 13.0/Rear-wheel drive: 12.5 | 11.8/All-wheel drive: 13.5 | 12.9

Technical data | Panel van 
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Technical data.

Perm. GVW in kg 2800 3050 3200

4 x 2 front-wheel drive

65 kW (88 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 1598 cc | 230 Nm at 1500–2000 rpm
109 CDI 109 CDI –

84 kW (114 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 1598 cc | 270 Nm at 1500–2500 rpm
111 CDI 111 CDI –

4 x 2 rear-wheel drive

100 kW (136 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 330 Nm at 1200–2400 rpm
114 CDI 114 CDI 114 CDI

120 kW (163 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 380 Nm at 1400–2400 rpm
116 CDI 116 CDI 116 CDI

140 kW (190 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 440 Nm at 1400–2400 rpm
119 CDI 119 CDI 119 CDI

4 x 4 all-wheel drive

100 kW (136 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 330 Nm at 1200–2400 rpm
114 CDI 114 CDI –

120 kW (163 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 380 Nm at 1400–2400 rpm
116 CDI 116 CDI –

140 kW (190 hp) at 3800 rpm | 4 cylinders | Diesel1

Euro 6 Gr. III2 | 2143 cc | 440 Nm at 1400–2400 rpm
119 CDI 119 CDI –

Kerb weight3, 4 in kg at perm. GVW 1800–1970 All-wheel drive: 1985–2050

Payload4 in kg at perm. GVW 840–1330 All-wheel drive: 760–1205

Perm. gross combination weight in kg 4000/4800/53005 4050/4800/5050/55505 5050/5200/5505

Maximum roof load in kg | Towing capacity braked6/unbraked in kg 150 | 1200, 2000, 25007/750 150 | 1000, 1800, 2000, 25007/750 150 | 2000, 25007/750

Max. load area in m2] | Max. cargo volume in m3] | Max. loading length in mm 1.86 | 3.1 | 2433

Turning circle Ø in m | Track circle Ø in m Front-wheel drive: 12.9 | 12.2/Rear-wheel drive: 11.8 | 11.1/All-wheel drive: 12.7 | 12.1

Compact Mixto with 3200 mm wheelbase

Key to the table: The figures for kerb weight and payload are based on the standard-fit transmission.
1 Diesel particulate filter is standard equipment for all diesel engines. 2 The Vito Mixto is also available with passenger car registration, compliant with emissions standard Euro 6 Gr. I. 3 Figures according to Directive 97/27/EC in the version applicable at the time of going to print (with driver 75 kg, all service fluids, 

Key to the dimensions:
All figures in mm. The dimensions shown are mean values. They apply to standard-specification, unladen vehicles.  
a) Vehicle height increased by 48 mm in conjunction with optional roof rails. b) Interior height. c) Clearance between 
the wheel arches. d) Maximum width of passenger compartment (measured on floor). e) Measured on vehicle floor.

Technical data | Mixto
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Long Mixto with 3200 mm wheelbase Extra-long Mixto with 3430 mm wheelbase

and tank 90% full). 4 Equipment or design and equipment lines may affect payload capacity due to increase/reduction in kerb weight. Further information is available from your Mercedes-Benz dealer. 5 Increased perm. gross combination weight in conjunction with reinforced trailer coupling available as optional 
equipment, depending on drive system version. 6 Depending on drive system version. 7 Increased towing capacity in conjunction with reinforced trailer coupling available as optional equipment, depending on drive system version.

2800 3050 3200 2800 3050 3200

109 CDI 109 CDI – 109 CDI 109 CDI –

111 CDI 111 CDI – 111 CDI 111 CDI –

114 CDI 114 CDI 114 CDI 114 CDI 114 CDI 114 CDI

116 CDI 116 CDI 116 CDI 116 CDI 116 CDI 116 CDI

119 CDI 119 CDI 119 CDI 119 CDI 119 CDI 119 CDI

114 CDI 114 CDI – 114 CDI 114 CDI –

116 CDI 116 CDI – 116 CDI 116 CDI –

119 CDI 119 CDI – 119 CDI 119 CDI –

1825–1995 All-wheel drive: 2010–2075 1850–2020 All-wheel drive: 2035–2100

815–1305 All-wheel drive: 735–1180 790–1280 All-wheel drive: 710–1155

4000/4800/53005 4050/4800/5050/55505 5050/5200/55505 4000/4800/53005 4050/4800/5050/55505 5050/5200/55505

150 | 1200, 2000, 25007/750 150 | 1000, 1800, 2000, 25007/750 150 | 2000, 25007/750 150 | 1200, 2000, 25007/750 150 | 1000, 1800, 2000, 25007/750 150 | 2000, 25007/750

2.26 | 3.6 | 2678 2.63 | 4.1 | 2908

Front-wheel drive: 12.9 | 12.2/Rear-wheel drive: 11.8 | 11.1/All-wheel drive: 12.7 | 12.1 Front-wheel drive: 13.7 | 13.0/Rear-wheel drive: 12.5 | 11.8/All-wheel drive: 13.5 | 12.9

Technical data | Mixto
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For Vito Panel Van and Mixto with emissions standard Euro 6 Gr. III 
and 4 x 2 front-wheel drive Figures for vehicles with commercial vehicle registration

Engine Transmission Final drive ratio CO2 emission values in g/km1
Fuel consumption in l/100 km1, 2, 3

urban extra-urban combined

109 CDI M6 4.187 166–162 7.8–7.7 5.4–5.2 6.3–6.2

111 CDI M6 4.187 166–162 7.8–7.7 5.4–5.2 6.3–6.2

For Vito Panel Van and Mixto with emissions standard Euro 6 Gr. III 
and 4 x 2 rear-wheel drive without BlueEFFICIENCY package Figures for vehicles with commercial vehicle registration

114 CDI
M6 3.467 179–174 9.0–8.6 5.5–5.3 6.8–6.6

A7 3.267 182–174 8.9–8.6 5.9–5.5 6.9–6.6

116 CDI
M6 3.267 169–166 8.4–8.0 5.4–5.2 6.4–6.3

A7 2.933 179–168 8.8–8.4 5.8–5.4 6.8–6.4

For Vito Panel Van and Mixto with emissions standard Euro 6 Gr. III 
and 4 x 2 rear-wheel drive with BlueEFFICIENCY package Figures for vehicles with commercial vehicle registration

114 CDI
M6 3.467 171–162 8.4–8.0 5.4–5.1 6.5–6.2

A7 3.267 163–154 7.3–6.6 5.7–5.5 6.2–5.9

116 CDI
M6 3.267 161–154 7.8–7.4 5.1–5.0 6.1–5.9

A7 2.933 161–150 7.2–6.6 5.6–5.2 6.1–5.7

For Vito Panel Van and Mixto with emissions standard Euro 6 Gr. III 
and 4 x 2 rear-wheel drive with BlueEFFICIENCY package Figures for vehicles with commercial vehicle registration

119 CDI A7 2.933 160–153 7.0–6.6 5.6–5.4 6.1–5.8

For Vito Panel Van and Mixto with emissions standard Euro 6 Gr. III 
and 4 x 4 all-wheel drive with BlueEFFICIENCY package Figures for vehicles with commercial vehicle registration

114 CDI A7 2.933 171–169 7.4–7.3 5.9–5.8 6.5–6.4

116 CDI A7 2.933 171–169 7.4–7.3 5.9–5.8 6.5–6.4

119 CDI A7 2.933 171–169 7.4–7.3 5.9–5.8 6.5–6.4

Fuel consumption and CO2 emissions.

Key to the table:
M6 = 6-speed manual transmission ECO Gear; A7 = 7-speed automatic transmission 7G-TRONIC PLUS

Fuel consumption and CO2 emissions24



Engine speed rpm

For Vito Mixto with emissions standard Euro 6 Gr. I  
and 4 x 2 front-wheel drive Figures for vehicles with passenger car registration

Engine Transmission Final drive ratio CO2 emission values in g/km1 Efficiency class
Fuel consumption in l/100 km1, 2, 3

urban extra-urban combined

109 CDI M6 4.187 164–162 C–B 7.8–7.7 5.4–5.3 6.3–6.2

111 CDI M6 4.187 164–162 C–B 7.8–7.7 5.4–5.3 6.3–6.2

For Vito Mixto with emissions standard Euro 6 Gr. I  
and 4 x 2 rear-wheel drive without BlueEFFICIENCY package Figures for vehicles with passenger car registration

114 CDI
M6 3.467 174 C 8.5 5.4 6.6

A7 3.267 – – – – –

116 CDI
M6 3.267 163 B 7.8 5.2 6.2

A7 2.933 – – – – –

For Vito Mixto with emissions standard Euro 6 Gr. I  
and 4 x 2 rear-wheel drive with BlueEFFICIENCY package Figures for vehicles with passenger car registration

119 CDI A7 2.933 153 A 6.7 5.3 5.8

For Vito Mixto with emissions standard Euro 6 Gr. I  
and 4 x 4 all-wheel drive with BlueEFFICIENCY package Figures for vehicles with passenger car registration

114 CDI A7 2.933 174–171 B 7.5–7.4 6.0–5.9 6.6–6.5

116 CDI A7 2.933 174–171 B 7.5–7.4 6.0–5.9 6.6–6.5

119 CDI A7 2.933 174–171 B 7.5–7.4 6.0–5.9 6.6–6.5

Diesel engine OM622 DE16LA 65 kW (88 hp)

Diesel engine OM622 DE16LA 84 kW (114 hp)

Diesel engine OM651 DE22LA 100 kW (136 hp)

Diesel engine OM651 DE22LA 120 kW (163 hp)

Diesel engine OM651 DE22LA 140 kW (190 hp)

1 The figures shown were obtained in accordance with the respective prescribed 
measuring process (§ 2 Nos. 5, 6, 6a Passenger Vehicle Energy Consumption  
Labelling Ordinance and as per Directive (EC) No. 715/2007 in the currently  
applicable version). Note: the figures do not apply to a specific vehicle and  
do not form part of the product offer; they are provided solely for the purpose of 
comparing different vehicle models. CO2 emissions resulting from the produc-
tion and provision of the fuel or other energy sources are not taken into account in 
determining the CO2 emissions pursuant to Directive 1999/94/EC. 2 Tank  
capacity for all engines is approx. 57 l as standard, optionally approx. 70 l. AdBlue® 
tank capacity: 11.5 l, optionally approx. 25 l. 3 The actual consumption values  
are i.a. dependent on the vehicle weight and on the equipment selected.

 
Genuine accessories (e.g. roof rails, cycle racks etc.) can modify relevant vehicle 
characteristics such as weight, rolling resistance and wind resistance and, together 
with factors such as traffic and weather conditions, can influence fuel consump-
tion and performance.

Torque curves:
Nm Rated torque

450
400
350
300
250
200
150
100

800 1600 2400 3200 4000 4800

440 Nm

380 Nm

330 Nm

270 Nm230 Nm

The best for the engine:
Mercedes-Benz genuine engine oil

Fuel consumption and CO2 emissions 25





Test drive

Put it to the test.
Every good working relationship begins with a trial period. A period for you to get to know the Vito more thoroughly and be convinced of its strengths in every on-road situation. Drive a  
genuine Mercedes-Benz van and discover a vehicle whose tenacity, operational reliability and economic efficiency will benefit any enterprise – from the very first journey you make.

The dealer search function at www.mercedes-benz.com provides a simple way to find your nearest authorised Mercedes-Benz dealer. We hope you enjoy your test drive.

Further information about the Vito can be found in the online Owner’s Manual. Please go to www.mercedes-benz.com/vito and select “Service&Zubehör” then “Services Online”.

www.mercedes-benz.com/vito
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